
Micro-Image Capture 8 Unpacking Instructions 

                            

                  MIC8 Shipping Box                                    Remove manual & discs  

                                            

                    Remove small box                            Small box contains MIC8 Imager                    

                                                    

       Remove USB Footswitch, USB 3.0 Card & packing material. Carefully remove 

base unit and set on a table or desk. 



                        

                                                                   

                           Unpack MIC8 Imaging Head Box with Accessories 

              

                                    You should have the following items: 

1. USB Single Footswitch II                            5. Aluminum riser post w/ O-ring 

2. USB 2.0 Extension Cable                            6.  User/Install hard copy manual   

3. Inateck USB 3.0 PCI-e Card                        7. Micro-Image Capture Driver / Software Disc 



4. MIC8 Imaging Head w/ USB 3.0 Cable    8. Test print(s) made with your MIC8 unit  

       

Prepare MIC8 for installation of post. Make sure O-ring is at base. Thread 

and tighten post firmly into place.  

 

                  

Install MIC8 Imaging head mechanism onto post and secure with rear 

knurled knob (be sure mechanism is straight). Next, install USB cable to the 

rear port of the MIC8 imaging head and route USB cable as shown with 

enough slack in the USB cable to allow the mechanism to freely be adjusted 

to the top and bottom of riser post.  

Next, follow instructions in the User / Installation manual to install drivers, 

software,  USB footswitch and for Micro-Image Capture operational instructions.  

Call Microfilmworld.com with questions @ 866-754-8885 x 3 Tech Support 


